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VARIABLE ANAMORFHIC
EYEPIECES

FIRST MONTHLY PROGRESS REPORT
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SUMMARY '
In the first month optical design has been completed.

A preliminary mechanical layout has also been completed.

This shows the overall length of the unit to be about 5.5
inches from Zoom 70O syepiece shoulder to the shoulder of

the upper eyepiece mount,

Optics have been released for manufacture with a
promise date of completion in one month., Delay in comple-
tion of optical design slipped the original schedule by
three days. Every effort 1= being made to gaih these three
days, but the original schedule was so rigid that this may
not be possidle. Thus a real possibility of a few days
slippage in final delivery exists.

The unigque nature of thils eyeplece has presented some
diffioculty in analysis by conventional lens deslgn tech-
nigues. Scheduling d1d not permit an exhaustive study of
this problem. Thus there is still some guestion as to |
the meaning of the results of deslgn analysis. Imagery
will be excellent on axis and out to about half full field.
Beyond that, it is very good by present interpretation of
results, but more study of this problem is required.
Progress This Month

Optical Design

Two design approaches, as proposed, were initlated.

One achieved the required anamorphism by use of tilting
prisms while the second used a cylindrical zoom lens arrange-
ment. Approximately two weeks of effort showed that it
would be lmpossilbe to reduce the length of the prism sys-
tem to six inches or less. Hence, this approach was '
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abandoned and all efforts were concentrated on the cylinder

system,

Basically the arrangement consists of a modified eye-
plece to collimate the light from the limage plane of the
Zoom 7O, the variable power cylindrical lens system, and
an objectlive system to form a real image. In the no power
plane, the modified eyepiece and objective lens form a one
to one relay system. The final image 1s then viewed with
the conventional Zoom 70 eyeplece. Thus 10X or 20X power
1s avallable depending on the upper eyeplece used. The
finally achieved zoom ratio is 2.8 to 1.

Originally 1t had been hoped that the cylindrical var-
isble power system would be of the optlcally compensated
type with single linear motlons of the moving lenses. How-
ever, in the present arrangement, the image formed in the
no power plane is constant independent of the cylindrical
lens positions. Optically compensated zoom systems always
have some drift of focus which is usually not notlceable.
In the present case, a fixed referrant (the image in the
no power direction) exists and 1t was felt the normal
optically compensated variations of focus would be notlce-
able. Hence, the system was changed to mechanlcally com-
pensated %o permit malntenance of exact position of focus
throughout the zoom,

The interpretation of analysls results 1s a problem
with this system. The usugl method of analysls is to trace
rays from & point in the object plane and find fthelr inter-
secktion in the image plane. Ideally, they should all meet
in a single point. In practice they seldom do and much of

.
Approved For Release 2001/07/16 : CIA-RDP78B04747A002400010007-8




Approved For Release 2001/07/16 : CIA-RDP78B04747A002400010007-8
the art of lens design resides in interpretation of Just

how much deviatlon 1is accepbable. With cylinder lenses
present in the system, the results of analysis differ depend-
ing on whether the assumed 1deal object point lies 1n a
plane containing the cylinder lens aXes or in g plane per-
pendicular to the axes. To meet delivery commitments, it
was necessary to lgnore this uncertainty, rapldly develop
an interpretation scheme, and do the best Job possible
wiﬁhin this method of interpretation. As a result, there
is some uncertainty as to image quallty at the edge of the
field., Present interpretation is that some astigmatism
will be present in the image of the object 1lying in the
plane contalning the cylinder axes, and there wlll be neg-
11gible astigmatism in the image of the alternate object
described above. In any event, the axlal image will be
excellent and imggery should remain very good throughout
at least half the fleld.

An optical schematic of the system as released for
manufacture is shown in Fig. 1.

Mechanical

In the third week of optilcal design, the then exist-

ing configuration was released for mechanical design with
the full reallzation that minor changes would be necessary
as optical design was completed. A preliminary layout wes
completed that meets all requirements.

As noted in the original proposal, it 1s necessary to
bend the system through about a two-degree angle to main-
tain interpupillary distance. This means that it 1s
necessary to rotationally adjust the unit in the stereoscope
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at the time of Insertion and then lock i%t. Rotation of

the anamorphic plane must then be accomplished at a bear-

ing above this lock. Finally, it was deemed desirable %o

have the zoom control a rotational adjustment of a sleeve

fitting around the eyeplece. All of these objectives have
been met in the layout.

This layout 1is now being revised to conform to the
finagl optical design. After completion of this step,
necessary detalling will be done, and drawings released
for manufacture,

Present length is 5.5 inches from the exlsting Zoom
70 eyeplece shoulder to the shoulder 6n which the upper
gyeplece will rest.

Becauge of 1¢s preliminary nature, no sketch of the
existing layout has been included with this report.
Future Plans

Optical

The manufacture of the thiéal components will be
carefully monltored $o gssure completion within the re-
quired time. Engineering personnel familiar with the
Job are belng made immediately availladble to manufactur-
ing personnel to answer any questions that may arise.

The question of interpretation of analysis results
is being given continued consideration. When this has
been resclved, there will exist s clearer understanding
of the imagery at the edge of the field,

A very thorough and complete tolerance analysis of
the system 1is being made. The effects of variations of

wlf
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8ll parameters is being carefully investigated. This is

being done to reduce the amount of time required to "tune
up” the system at final assembly. Ordinarily, it is cheaper
to do this more or less by & "cut and try" method at the
fingl assembly stage. In the present case, however, the
delays assoclated wilth such & procedure gre intolerable,

and the more expensive method of machine analysis must be
adopted.

The preliminary layout 1s currently being updated %o
conform %o filnal optlical design. Thils operation, plus
necessary detaglling, should require only a few days. 1%
is expected that mechanical parts will be released for
manufacture within a week after the optical parts were re-
leased.

Conclusion

There has been approxinabtely a three-day slippsge in sch-
edule which may not be recoverable. There is every resson,
however, to be optimistic sbout the successful design of

g unlt %o meet the requirements for a variable snamorphic

eyeplece,
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FICGURE 1

'OPTICAL SCHEMATIC OF VARIASZLE ANAMORPHIC

EVYEPIECE
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